






S Y S T E M  S E N S O RS Y S T E M  S E N S O R

7

reverberant chamber, the horn’s sound pressure 
level measures 75 decibels at 24 volts DC. In the 
ULC facility’s anechoic chamber, the same horn 
might sound at 96 decibels at 24 volts DC. While the 
results are different at each facility, both are consid-
ered acceptable in their respective area.

The UL’s reverberation chamber is often used to 
measure the sound absorption of products such as 
theater seating, carpets and other noise barriers. 
When rooms are being designed, it is important that 
the absorption properties of the surfaces in the room 
are known so that the noise level during use can be 
predicted. One example of an area with poor rever-
berant conditions is a railway station. Most of these 
stations are too reverberant (have too little absorp-
tion), which can make verbal communication very 
difficult. Knowing the absorption of building ele-
ments is important to avoid such design mistakes. 

Section 7

Codes that relate to voice
evacuation design

NFPA 72; Chapter 7 requirements
This information is from NFPA 72, National Fire 
Alarm Code, 2007 edition.

The National Fire Protection Association (NFPA) 
publishes standards for the proper application, 
installation and maintenance of fire protection 
products. The principle standards relating to voice 
evacuation are as follows:

NFPA 72, Chapter 7: Notification Appliances for 
Fire Alarm Systems
NFPA 72 guarantees a reasonable degree of pro-
tection for life and property from fire by defining 
requirements for signal initiation, transmission, 
notification and annunciation, as well as the levels 
of performance and the reliability of various fire 
alarm systems.

	A udibility requirements
	 General:

�Average ambient sound levels greater than 105 
dBA require visible notification appliances.
�Total sound pressure levels produced by 
ambient sound pressure levels and all operat-
ing audible notification appliances must not 
exceed 120 dBA within the occupied area.

	 Public mode:
�Audible public mode signals must have a 
sound level of at least 15 dB above the 
average ambient sound level or 5 dB above 
the maximum sound level having a dura-
tion of at least 60 seconds, whichever is 
greater. Measurements must be taken with an  
A-weighted scale (dBA) at 5 feet above the 
floor in occupied areas.

•

•

•

	 Private mode:
�Audible private mode signals must have a 
sound level of at least 10 dB above the aver-
age ambient sound level or 5 dB above the 
maximum sound level for at least 60 seconds, 
whichever is greater. Measurements must 
be taken with an A-weighted scale (dBA) at 
5 feet above the floor in occupied areas.
�In sleeping areas, audible appliances must 
have a sound level of at least 15 dB above 
the average ambient sound level, or 5 dB 
above the maximum sound level for at least 
60 seconds, or a sound level of at least 75 dB, 
whichever is greater. Measurements must be 
taken with an A-weighted scale (dBA) at pil-
low level in occupied areas.

	 Intelligibility requirements
	� Where required, emergency voice/alarm commu-

nications systems must be able to reproduce prere-
corded or live messages with voice intelligibility.

	N arrow band signaling
�	� Narrow band signaling is now an acceptable 

alternative method allowed by NFPA 72 for 
ensuring the audibility of voice evacuation sys-
tems. It is primarily used in applications that 
have a high ambient noise level, such as facto-
ries, where meeting the 15 dB requirement in the 
code is not practical.

�	�
	� Narrow band signaling is based on the principle 

that for a signal to be audible, it need only exceed 
the background noise in a small frequency band. 
The 15 dB above ambient requirement in the 
code is an oversimplification that sometimes 
results in systems that are over designed (louder 
than necessary). Essentially, the narrow band 
signaling method is implemented by first per-
forming an analysis of the ambient noise in the 
area that will be covered by the voice evacuation 
system. The amplitude of the noise across the 
audible spectrum needs to be determined. Once 
that information is known, a system designer can 
select a frequency for an alarm tone that exceeds 
the noise only in a particular one or 1/3 octave 
band.

	� While this method is sound from an engineering 
standpoint, it requires much greater knowledge 
on the part of system designers and as such is 
not yet widely used. There are few fire alarm 
systems that support this type of design.

NFPA 101, Life Safety Code
NFPA 101 guarantees a reasonable degree of pro-
tection for life and property from fire by providing 
requirements for designing, operating and maintain-
ing buildings. Requirements are based on building 
type and occupancy. The code outlines specific 
occupancies that require voice evacuation systems 
as opposed to ordinary sounders.

•

•
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NFPA 1, Uniform Fire Code™
NFPA 1 provides state, county and local jurisdictions 
with an effective local fire code. The code is compatible 
with regulatory adoption procedures, including admin-
istration and code enforcement, occupancies, pro-
cesses, equipment and hazardous materials provisions. 
This Code is intended to provide state, county, and 
local jurisdictions with an effective local fire code.

International Building Code & International Fire Code
The International Building Code and International 
Fire Code were created by the ICC in an effort to 
get all areas of the US to comply with one set of 
standards. The purpose of the International Building 
Code and International Fire Code in terms of fire 
protection is to protect safety to life and property 
from fire and other hazards attributed to the built 
environment and to provide safety to fire fighters 
and emergency responders during emergency opera-
tions. BOCA, ICBO and SBCCI formed the umbrella 
organization ICC. The purpose of ICC is to produce a 
single set of model building and fire codes. Notably, 
NFPA is not a member of this organization.

The organizations are:

�Building Officials and Code Administrators 
(BOCA)

•	� International Conference of Building Officials 
(ICBO)

•	� Southern Building Code Congress International 
(SBCCI)

Section 8

System Design

Speaker frequency response
Remember that the frequency range of the human ear 
is approximately 64 Hz to 23,000 Hz (see Measuring 
Sound Output). A speaker’s frequency response indi-
cates how much of that range a speaker can reproduce. 
The closer the speaker can match the original recording, 
the more intelligible and natural the output will sound.

Ideally, voice evacuation speakers should have a 
frequency response between 150 Hz and 11,000 
Hz, the frequencies that male and female voices 
fall into. The frequency response should be as flat 
as possible, that is, the response should not vary 
considerably at the low and high ends, in order to 
reproduce the most intelligible sound. Remember 
that the frequency response range required by UL for 
fire alarm systems is 400 - 4Khz.

Total harmonic distortion
Total harmonic distortion (THD) is a key factor in 
intelligibility. Audio signals suffer some distortion 
as they pass through electronic circuits. This dis-
tortion can be introduced by various components 
in the voice evacuation system, and the effect is 
cumulative. Systems designed with low harmonic 
distortion tend to provide voice messages that are 

•

more intelligible than those that do not. Harmonic 
distortion specifications are typically provided by 
the manufacturer of the amplifier and speakers on 
their data sheets.

Mathematically, RMS is a measurement of the magni-
tude of a set of numbers. In other words, if you have 
a set of numbers and want to find the RMS, you first 
square all the numbers to get rid of any negatives. 
Then, you take the average of the squares. Finally, 
you take the square root of the average. In reality, 
the RMS value of a signal that changes with time is 
the value that will produce the equivalent amount 
of heating on a resistive load. That is, it is a way of 
expressing an AC signal as a single value.

How to lay out speakers to meet NFPA 
requirements
In order to lay out speakers for a voice evacuation 
system, there are several things one needs to know 
about the speakers and the environment that they 
will be placed in.

The following information is needed to meet NFPA 
requirements:

�The average ambient background noise level of 
the area
�Room characteristics, i.e., length, width, and 
height of the ceiling and reflectivity of the sur-
faces in the room.
�The coverage angle or polar plot of the speaker 

In order to determine the average noise level in 
an area, it must be measured using a sound pres-
sure level meter using the A-weighted scale. When 
the measurement is taken, the technician should 
replicate the conditions that will likely be in place 
later when the space is occupied. For example, air 
handling units must be turned on. If the conditions 
cannot be replicated, a measurement should be taken 
in a similar building that is occupied. Books are also 
available that give approximate ambient sound levels 
for various types of environments. This information 
is provided in the Annex of NFPA 72.

It perhaps goes without saying that the system 
designer also will need information on the area that 
will require speakers. The height of the ceiling is a 
key factor in determining density of coverage as is 
the type of wall and floor coverings. Hard surfaces 
will be more reflective, and more speakers at lower 
tap settings will be required in order to minimize 
reverberation and reduced intelligibility.

Perhaps the most important piece of information 
needed in designing a system that will have good 
intelligibility is the coverage angle of the speaker. 
The coverage angle is defined as the angle at which 
the sound pressure level from a speaker drops to 6 
dB below its on axis reading (for a given frequency). 
For any given center-to-center speaker spacing, the 

•

•

•
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coverage angle will determine the amount of varia-
tion in the sound level throughout an area. A polar 
plot is simply another way of representing very 
similar information. Typically, the coverage angle 
or polar plot is most useful for voice intelligibility 
purposes when measured at 2 kHz although other 
frequencies are sometimes provided.

In a voice evacuation system, the most cost-effective 
method for spacing speakers will likely be using a 
coverage pattern known as edge-to-edge. This pat-
tern spaces speakers so that the point at which the 
SPL of one speaker drops to 6 dB below its on-axis 
reading is the same point as the 6 dB down point 
on the next speaker. That is, there is effectively no 
overlap in the coverage of the various speakers in 
the system except at very low levels.
 
It is important to note that the polar coverage angle 
of the speaker that is typically on a data sheet is not 
the angle that is needed to space the speakers in a 
design. The polar coverage angle needs to be con-
verted to a listening plane coverage angle, which is 
much narrower (See Figure 2). Manufacturers usu-
ally use the polar coverage angle because it makes it 
look as if the speaker covers much more area. Polar 
plots show where the speaker sound pressure level 
drops by 6 dB in all directions from the speaker. 
What is needed for a design, however, is the projec-
tion of that coverage onto a flat plane five feet above 
the floor (where NFPA 72 requires the sound to be 
measured). Tables are available in sound engineer-
ing handbooks that will assist the system designer 
in converting polar coverage angle to listening plane 
coverage angle.

Voltage drop on speaker circuits
In a voice evacuation system, power at the input to 
a speaker generally equates to the sound pressure 
level that speaker will produce. So, if the voltage at 
the speaker is lowered due to the impedance of the 
speaker wires, the system will not be as loud. How 
much of a factor the wire in a system becomes is a 
function of the size (gauge) and length of the wire. 
In high impedance systems like the 70.7 or 25 V 
RMS amplifiers used in fire alarm voice evacuation, 
the length of the wire is much less a factor. Also, as 
stated previously, 70-volt audio systems can tolerate 
greater wire lengths than 25-volt systems.

The first step in determining the length of wire that 
can be used on a particular amplifier is to decide 
how much loss can be tolerated. High end audio sys-
tems will typically specify less than a 0.5 dB power 
loss due to the speaker cables. In fire alarm sys-
tems, where the frequency response requirements 
are less stringent, a 1.5 dB power loss is probably 
acceptable. This is a determination that the system 
designer will need to make based on the overall 
project objectives.

More than likely, since the distance from the amplifi-
er to the speakers is fixed, the only variable that can 
be changed is the gauge of the wire. A lower gauge 
wire means the wire diameter is larger and the resis-
tance is lower. This means that a longer distance 
can be traversed from the amplifier to the speaker. 
See Table 1 and Table 2 for speaker wire distance 
guidelines. Note that for 25-volt speaker systems, 
the distances can simply be divided by eight. To use 

Known information:

• From the speaker data sheet, the SPL is 81 dBA at 10 ft. at 1 watt.
• Coverage angle is 120˚, angle at which SPL drops by 6 dB from on axis value.

60˚10 ft.

75 dBA 8.7 ft. 87 dBA

81 dBA

CEILING

LISTENING PLANE

5 ft.

10 ft.

Conclusion:

• At 60˚ off axis, SPL will be 75 dBA at 5 ft. from the floor.
• If another speaker is placed 17.4 ft. (8.7 ft. times 2) from this one, the SPL at the point directly  
 between the speakers will be 3 db higher (78 dBA).

5 ft.

Figure 5. Speaker Coverage Example.
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the tables simply add up the total power of all the 
speakers on the circuit then find the corresponding 
row relating to that load power and read the length 
of wire permitted for a particular wire gauge.

Despite what some speaker wire manufacturers may 
say, the primary wire factor affecting sound quality 
is wire gauge (resistance). Expensive or exotic wire 
is not required for good sound.

Section 9

Intelligibility

Definition
In the context of fire alarm voice evacuation systems, 
the only definition of intelligibility that matters is the 
one in NFPA 72. The code defines voice intelligibility 
as audible voice information that is distinguishable 
and understandable.
 
Factors that are controllable by a 
voice evacuation system designer

�A strong signal-to-noise ratio. NFPA 72, in gen-
eral, requires public mode evacuation signals to 
be 15 dB above ambient noise (see NFPA 72). 
Signal-to-noise ratios above this level will pro-
duce diminishing returns.
�A frequency response between 150 Hz and 11,000 
Hz, the frequencies that male and female voices 
fall into. The frequency response should not vary 
greatly between the low and high ends. This can 
be achieved by choosing broadband speakers that 
produce a wide frequency range.
�Minimal total harmonic distortion. Among other 
factors, distortion can be caused by damaged 
speakers, overloaded amplifiers, speaker installa-
tion, incorrect wire size and message generators 
or recordings.
�Minimal reverberation. Reverberation is when 
sound continues after the source has been turned 
off, due to echoing off of walls and other surfac-
es. Reverberation can be minimized by decreas-
ing the amount of sound energy introduced into 
a room. Generally, using more speakers at lower 
power tap settings produces better intelligibility 
than using fewer speakers at higher tap settings. 
Speakers also should be located close to the 
listener. For example, place speakers on walls in 
rooms with high ceilings.

•

•

•

•

�Articulate spokespeople. The more reverber-
ant your voice evacuation system is, the more 
you will want to control enunciation and rate 
of speech. 
�Uniform speaker coverage. Variation between 3 
dB and 6 dB should be the design goal, with the 
lower limit being used in reverberant areas.

Factors that are nOt controllable by a 
system designer

Room geometry and dimensions
Furnishings and decorations
Building occupant activities
�Heating, ventilating, and air conditioning sys-
tem noise
Vehicular traffic on adjacent roadways
The listener

Measurement methods
Voice intelligibility is inherently a subjective system 
characteristic. A message that may be clear to one 
person may not be clear to another. In the past, 
intelligibility was measured using specially trained 
groups of listeners. Such a method was not practical 
for fire alarm voice evacuation system evaluation. 
With the addition of voice intelligibility into the 
National Fire Alarm Code, there has been greater 
emphasis on devising an inexpensive, objective, and 
reliable method for measuring intelligibility.

There are some rules of thumb that may be helpful 
in achieving audibility and intelligibility. In apart-
ment buildings and hotels, there should be no more 
than one door between an occupant and a speaker.  
The average attenuation of a door is roughly 25 
dB. As a general rule, a speaker must be placed in 
every bedroom (to assure 70 or 75 dB at the head of 
the bed) and on every level to assure 10 dB above 
ambient in residential occupancies. Many reference 
books are available with further information on the 
sound attenuation provided by various materials.

•

•

•
•
•
•

•
•



S Y S T E M  S E N S O R

11

Wire Gauge (AWG) 22 20 18 16 14 12 10 8

Cable Ohms * 32.3 20.3 12.8 8 5.1 3.2 2 1.3

Load Power

1000 0 0 0 0 58 93 148 228

500 0 29 46 74 116 185 296 456

400 0 36 58 93 145 231 370 570

250 37 58 93 148 232 370 593 912

200 46 73 116 185 290 463 741 1139

150 61 97 154 247 387 617 987 1510

100 92 146 231 370 581 926 1481 2279

75 122 194 308 493 774 1233 1973 3034

60 153 243 386 617 968 1542 2468 3797

50 183 292 463 741 1162 1852 2963 4558

40 229 365 579 926 1452 2315 3703 5697

25 367 584 926 1481 2324 3703 5925 9116

20 459 730 1157 1852 2905 4629 7407 11,391

16 572 911 1444 2311 3625 5777 9244 14,221

10 917 1459 2315 3703 5809 9258 14,813 22,790

8 1147 1824 2893 4629 7261 11,573 18,527 28,483

5 1834 2919 4629 7407 11,618 18,517 29,627 45,580

Wire Gauge (AWG) 22 20 18 16 14 12 10 8

Cable Ohms * 32.3 20.3 12.8 8 5.1 3.2 2 1.3

Load Power

1000 0 0 0 0 185 295 471 725

500 0 93 147 236 370 589 943 1450

400 0 116 184 295 462 736 1178 1813

250 117 186 295 471 739 1178 1885 2900

200 146 232 368 589 924 1473 2356 3625

150 194 309 490 785 1231 1962 3139 4829

100 292 464 736 1178 1848 2945 4713 7250

75 389 618 981 1569 2462 3923 6277 9657

60 486 774 1227 1963 3079 4907 7851 12,079

50 584 929 1473 2356 3696 5891 9425 14,500

40 729 1161 1841 2945 4620 7363 11,781 18,125

25 1167 1857 2945 4713 7392 11,781 18,850 29,000

20 1459 2321 3682 5891 9240 14,727 23,563 36,250

16 1821 2897 4595 7352 11,532 18,379 29,406 45,241

10 2918 4643 7363 11,781 18,481 29,453 47,126 72,501

8 3647 5804 9204 14,727 23,101 36,817 58,907 90,626

5 5836 9286 14,727 23,563 36,961 58,907 94,251 145,002

Table 1. High Impedance, 70-V, Loudspeaker Distribution Cable Lengths and Gauges for 0.5-dB Loss.

*Cable Ohms is expressed in ohms per 1000 feet. The figure is multiplied by two to account for both wires in the pair.

Reprinted from Audio Systems Design and Installation, Philip Giddings, Chapter 14, pp. 332-333, Copyright 1997, with 
permission from Elsevier.

Table 2. High Impedance, 70-V, Loudspeaker Distribution Cable Lengths and Gauges for 1.5-dB Loss.
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Glossary
A-Weighted filter - ensures the measured dB corresponds with perceived loudness.
�Americans with Disabilities Act Accessibility Guidelines (ADAAG) - lists the technical requirement for accessibility to buildings and facilities by 
individuals with disabilities.
Amplifier - part of a voice evacuation system that boosts the level of the signal from the microphone so that it can drive a speaker.
Anechoic room - a room without echo.
Back waves - backward-radiated sound that causes interference with or cancels out front waves.
Base reflex enclosures - routes the back wave through a tube to reinforce the front wave.
Carbon fiber - composite material used in speaker cones.
Component speakers -  a woofer, tweeter and a crossover collaborate to provide the most realistic sound.
Compression - a segment of thickly layered molecules at high pressure.
Cone (diaphragm) - part of speaker that physically moves the air molecules.
Current - flow of electricity through a circuit over a period of time; measured in amperes.
dBA - sound pressure level measurement with an A-weighted filter.
Decibels (dB) - logarithmic scale measuring the intensity of sounds (SPL).
�Distributed line systems (70 volt or 25 volt) - provide a safe, efficient way to connect many loudspeakers to one amplifier; make impedance-matching 
simpler; ensure optimum volume; eliminate wasted power, stress or damage to the amplifier and speakers; and reduce reverberant noise, distortion 
and uneven sound distribution.
Drivers - woofers, mid-range, and tweeters are referred to as this.
Enclosures - solid material that surrounds drivers to absorb vibrations.
Frequency - rate in which the sine wave completes one cycle.
�Full range speakers (coaxial speakers) - mount a woofer for low frequencies, a tweeter for high frequencies and sometimes mount a mid-range inside 
the woofer cone for quick and simple replacement applications.
Hertz - unit of measurement for frequency
Impedance (Ohms) - the resistance to the flow of an electric current in a circuit measured in ohms.
�International Building Code - code created by the ICC to protect life and property from fire and other hazards attributed to the built environment and 
to provide safety to fire fighters and emergency responders during emergency operations.
International Code Council Inc. (ICC) - produce a single set of model building and fire codes.
�International Fire Code - code created by the ICC to protect life and property from fire and other hazards attributed to the built environment and to 
provide safety to fire fighters and emergency responders during emergency operations.
National Fire Protection Association (NFPA) - administers the development of and publishes codes, standards and other materials concerning all 
phases of fire safety.
NFPA 101 - defines requirements for designing, operating and maintaining buildings.
�NFPA 72 - defines requirements for signal initiation, transmission, notification and annunciation, as well as the levels of performance and the reliability 
of various fire alarm systems.
Ohms - the unit of measurement of electrical resistance. The value of resistance through where a potential difference of one volt will maintain a cur-
rent of one ampere.
Paper - conventional material for speaker cones.
Polypropylene - thermoplastic polymer material for speaker cones.
Power (watts) - energy per unit time. For speakers, voltage in volts times current in amps.
Rarefaction - a segment of less dense molecules at low pressure.
Reverberant room - a room with echo used to measure the sound absorption of products.
Sealed speaker enclosures - seal off the speaker’s back wave.
Sound - changing air pressure over time.
Sound pressure level (SPL) - loudness of sound.
Sound waves - vibrations in the air.
Total Harmonic Distortion (THD) - distortion suffered by audio signals as they pass through electronic circuits.
Tweeters - speakers that produce highest frequencies.
UL 1480 - speaker standards for fire alarm, emergency and commercial and professional use.
�Voice coil - the heart of the speaker where current flows. The voice coil is energized by the amplifiers output signal, and, in turn, moves the cone in 
and out to produce the audible sound.
Voice evacuation system amplifiers (voice evacuation panels) - play back recorded programmable messages for emergency communications.
Voice intelligibility - the clarity of a recorded voice message.
Volts - a unit of electrical pressure. One volt is the electrical pressure that will cause one ampere of current to flow through one ohm of resistance.
�Watts - a unit of electrical power used to indicate the rate of energy produced or consumed by an electrical device. It is the current multiplied by volt-
age used by a device.
Woofers - speakers that produce lowest frequencies (20-200 HZ).
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